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Address: Floor 17-18th, No.4 Building Zhuyu
International Commercial. Center,
No.9 Shouti South Road, Haidian
District, Beijing 100048, China

Tel: +86-10-68796522

Fax: +86-10-68796522

E-mail: sales@cnbmsolar.com

Website. www.cnbmsolar.com

Raw Materials and Mechanical Parameters

6PA(-HV)-310 6PA(-HV)-315 6PA(-HV)-320 6PA(-HV)-325 6PA(-HV)-330 6PA(-HV)-335

Type of Cells(mm) poly156.75 x 156.75

NO.of Cellsand Connections ~ exi=r2
Dimensions(mm)(L"W*H) 1956x992x40
Weightka) »s
Gass aommTempered Glass
Encapsulation EVA

Backsheet Multilayer Composite
Aluminium-Frame Silvery/Black Anodized aluminium alloy
Junction—-Box IP67/IP68

cabe  imwmm
Conmector  MCAandMCACompatble
Package Configuration ~ 26posipallet
oGP 624pcs

40HQ 672pcs
Performance Parameters

6PA(-HV)-310 6PA(-HV)-315 6PA(-HV)-320 6PA(-HV)-325 6PA(-HV)-330 6PA(-HV)-335

Maximum System Voltage 1500V
Operating Temperature -45~+80°C
Maximum Series Fuse 20A

Maximum Static Load,Front Side (e.x. Snow,Wind) 5400PA
Maximum Static Load, Back Side(e.x. Wind) 2400PA
Application Grade Class A

Electrical Parameters (Standard Test Condition)

6PA(-HV)-310 6PA(-HV)-315 6PA(-HV)-320 6PA(-HV)-325 6PA(-HV)-330 6PA(-HV)-335

Rated Maximum Power(Mp) 310w 315W 320W  325W  330W 335W

Power Tolerance 0-+5W
Module Efficiency 15.98% 16.23% 16.49% 16.75% 17.01% 17.26%
Open Circuit Voltage(Voc) 46.0V 462V 465V 467V 47.0V  47.2V

Maximum Power Voltage(Vmp) 36.7v  36.9v  37.1V  37.3V 375V 37.7V

Maximum Power Current(Imp)  8.45A  8.54A  8.72A 8.84A 8.89A 8.95A

Temperature Coefficient of Isc +0.06%

Temperature Coefficientof Voo - 3%
Temperature Coefficientof Pmp - —o4s%
Standard Test Condition Irradiance:1000W/M2,Cell Temperature:25°C,Spectrum AM:1.5

The Electrical Parameters of the module are the average theory figure under the standard test condition,
each one exists difference. Can not be treated as the basis of module delivery.
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